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(e) Cream. The milkfat portion of 
milk which rises to the surface of milk 
on standing or is separated from it by 
centrifugal force and contains not less 
than 18.0 percent of milkfat. 

(f) Creaming mixture. The creaming 
mixture consists of cream or a mixture 
of cream with milk or skim milk or 
both. To adjust the solids content, non-
fat dry milk or concentrated skim 
milk may be added but not to exceed 
3.0 percent by weight of the creaming 
mixture. It may or may not contain a 
culture of harmless lactic acid and fla-
vor producing bacteria, food grade acid, 
salt, and stabilizers with or without 
carriers. The creaming mixture in its 
final form may or may not be homog-
enized and shall conform to the re-
quirements of the Food and Drug Ad-
ministration (21 CFR 133.128(b)). 

[40 FR 47911, Oct. 10, 1975. Redesignated at 42 
FR 32514, June 27, 1977, and further redesig-
nated at 46 FR 63203, Dec. 31, 1981, as amend-
ed at 67 FR 48976, July 29, 2002] 

ROOMS AND COMPARTMENTS 

§ 58.510 Rooms and compartments. 
(a) Processing operations with open 

cheese vats should be separated from 
other rooms or areas. Excessive per-
sonnel traffic or other possible con-
taminating conditions should be avoid-
ed. Rooms, compartments, coolers, and 
dry storage space in which any raw ma-
terial, packaging or ingredients sup-
plies or finished products are handled, 
processed, packaged or stored shall be 
designed and constructed to assure 
clean and orderly operations. 

(b) Ventilation. Processing and pack-
aging rooms or compartments shall be 
ventilated to maintain sanitary condi-
tions, preclude the growth of mold and 
air borne bacterial contaminants, pre-
vent undue condensation of water 
vapor and minimize or eliminate objec-
tionable odors. To minimize air borne 
contamination in processing and pack-
aging rooms a filtered air supply meet-
ing the requirements of § 58.510(c) shall 
be provided. The incoming air shall 
exert an outward pressure so that the 
movement of air will be outward and 
prevent the movement of unfiltered air 
inward. 

(c) Starter facility. A separate starter 
room or properly designed starter 

tanks and satisfactory air movement 
techniques shall be provided for the 
propagation and handling of starter 
cultures. All necessary precautions 
shall be taken to prevent contamina-
tion of the room, equipment and the 
air therein. A filtered air supply with a 
minimum average efficiency of 90% 
when tested in accordance with the 
ASHRAE Synthetic Dust Arrestance 
Test should be provided so as to obtain 
an outward movement of air from the 
room to minimize contamination. 

(d) Coolers. Coolers shall be equipped 
with facilities for maintaining proper 
temperature and humidity conditions, 
consistent with good commercial prac-
tices for the applicable product, to pro-
tect the quality and condition of the 
products. Coolers shall be kept clean, 
orderly and free from mold, and main-
tained in good repair. They shall be 
adequately lighted and proper circula-
tion of air shall be maintained at all 
times. The floors, walls, and ceilings 
shall be of such construction as to per-
mit thorough cleaning. 

EQUIPMENT AND UTENSILS 

§ 58.511 General construction, repair 
and installation. 

The equipment and utensils used for 
the manufacture and handling of cot-
tage cheese shall be as specified in 
§ 58.128. In addition for certain other 
equipment the following requirements 
shall be met. 

§ 58.512 Cheese vats or tanks. 

(a) Cheese vats or tanks shall meet 
the requirements of § 58.416. When di-
rect steam injection is used for heating 
the milk, the vat or tank may be of 
single shell construction. The steam 
shall be culinary steam. 

(b) Vats shall be equipped with valves 
to control the heating and cooling me-
dium and a suitable sanitary outlet 
valve. Vats used for creaming curd 
should be equipped with a refrigerated 
cooling medium. A circulating pump 
for the heating and cooling medium is 
recommended. 

§ 58.513 Agitators. 

Mechanical agitators shall meet the 
requirements of § 58.417. 

VerDate Mar<15>2010 10:57 Mar 11, 2011 Jkt 223014 PO 00000 Frm 00145 Fmt 8010 Sfmt 8010 Y:\SGML\223014.XXX 223014w
w

oo
ds

2 
on

 D
S

K
1D

X
X

6B
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-08-22T09:50:49-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




